


Specifications
_ Specifications Intronix Model 8008 Myoguide Main Unit

INPUT RESISTANCE: | >10MQ

ELECTRODE
200Q-10kQ
IMPEDANCE:
CMMR: >80dB
SIGNAL TO NOISE
>110dB
RATIO:
CAIN: 9 gain settings are set with the <H> adjustment: 200, 500, 1000, 1500,

2000, 2500, 3000, 3500 and 4000

Output current: o— 20mA +/- 10%. Adjustable in 1 mA steps o- 10 Hz, (5
STIMULATOR steps) +/- 5% pulse width can be selected as: 50, 100, 200, or 500 uS pulse
width +/- 1% square waveform.(2o0mA max into a 10kOhm load)

AUDIO POWER
. 1W
(maximum):
MAIN UNIT INPUT
e "Touchproof" type (3 pin molded)
DISPLAY: LCD 160 X 64 pixels with backlight available

POWER SUPPLY: 4 AA Alkaline batteries ( approximately 5.0 Volts DC)

ENCLOSURE: Flame retardant ABS, UL flammability rating g4V-O
DIMENSIONS: 5.9"L X 4.0"W X 2.1"H (150 mm X 100 mm X 54 mm)

WEIGHT: Approx. 1lb. (445 grams) with cable (not including batteries)
WARRANTY: 1 year (batteries excepted)

_ Specifications Intronix Model 8008 Myoguide System Cable

One 4-pin molded touchproof female connector designed to mate with the Intronix
CONNECTORS: Model 8008 Myoguide System. The opposite end of the cable ends in three male color
coded touchproof connectors, red, green and black.

28 inches ( 71cm) from touchproof female connector to touchproof male connector.
CABLE LENGTH: ) . : . . .
Red Alligator extension, 3". Black Alligator extension, 2". Green Alligator extension, 5.5".
WEIGHT: |Approx. o.1lb. (sograms) with main unit

WARRANTY: 1year

Ordering specifications

Q00 000 255 | Intronix Model 8008 Myoguide Main Unit |
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